
SKW-208 Bass Reflex Powered Subwoofer
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Due to a policy of continuous product improvement, Onkyo reserves the right to change specifications and appearance without notice.
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For a More Fully Rounded Audio Experience
Craving some extra low-end impact for your movies, games, and music? Take a good look at the SKW-208. This powered subwoofer
makes an ideal foil for your compatible mini system or multichannel set-up. Its down-firing construction is designed to deliver highly
stable and efficient acoustic radiance. Meanwhile, the crossover frequency can be adjusted from 50 Hz to 200 Hz, for an optimal
match with your speaker set. With the SKW-208, you get heart-pounding explosions, hypnotic basslines, and all-enveloping low-
frequency effects.

SILVERBLACK

• Rated Output Power: 120 W Minimum Continuous
Power (4 Ω, 100 Hz, Maximum 1% THD) 
• 25 cm Cone 
• Down-Firing 
• Adjustable Crossover Frequency (50 Hz–200 Hz) 
• Phase Switch (Normal or Reverse) 
• Output-Level Control 
• Line Input 
• Frequency Response: 25 Hz–200 Hz
• Gloss-Finished Front Panel 

FEATURES SPECIFICATIONS
Speaker Type Bass reflex, powered
Drivers 25 cm cone
Frequency Response 25 Hz–200 Hz
Rated Output Power 120 W
Input Sensitivity/Impedance 550 mV/20 kΩ

� General
Dimensions (W x H x D) 275 x 507 x 411 mm
Weight 11.6 kg

� CARTON 
Dimensions (W x H x D) 603 x 396 x 517 mm
Weight 14.0 kg
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